GRAIN

‘f— \\ 3"R., TYP.
. SOLID . 6"R.
2.25 TEAK 2.25 \\\\|.

BORDER GRAIN

/ o SOLID

45°ANGLE TEAK
BORDER

|
e EDGE DETAIL

hwﬁzo_.m/
\\“““““““n“v\\ 5/32"+ 5/30"+
. EBONY EBONY
TABLE WITH NA—15F INLAY INLAY
- INLAY BUILT ’
um‘:m./// BY SHpvarp 20 ANGLE (VENEER #2) 3/32"+ HOLLY — 3/32"+ HOLLY — AR
\ J 36" @ 30" HT. <<OOD A_I_O_I_._u <<OO_U A_I_O_I_._. TYP v
OOrOmv INLAY A\ham; COLOR) INLAY
TYP.
e Scroen g
4.5" DIA.
TABLE @ 29" HT. mww“m__“_mmm /ﬁ NA—15F
VENEER #2 /// STANCESS X TEAK GRAIN (VENEER #2)
®
6"R., TYP.
EDGE DETAIL
—— TEAK BORDER, TYP. M
GRAIN
/
PILOT HOUSE SETTEE ._.>w_|_m\_u_u>Z VIEW UPPER A_u__uO._. IOcmmv AFT DECK EXTERIOR .ﬁ>w_|_m\_u_|>z VIEW
1"=1'-0" 1"=1'-0"
FULL SCALE > HALF SCALE w
L5
» IL:
TABLE 6" R, SEE EDGE
O™ OF-:t
DETAIL e
\ 1/4"R.,
; ) ooy : L TYP.
TABLE TOR
|v_ ~— OVERHANGS
SETTEE SEAT - b
CUSHION, TYP, / mmommm _Z
35" 35" 4.5" 4.5" I FDGE OF
DIA. DIA. DIA. DIA,
m%mﬂ mo>mm nom>%mmo nom>mmmmo TABLE TOP
LS. .S, LISH LISH »
29" TEAK TEAK IR b A o STAINLESS STAINLESS 1.1/4” AT AFT MAIN
VENEER VENEER CLEAR STEEL STEEL DECK FOR
> REMOVABLE
LEAF
r N [ N
1/47D.
PILOT HOUSE SETTEE H>w_|_m\_.|_NOZ._. VIEW UPPER A_U__IO._. IOCm_mv AFT DECK EXTERIOR ._.>m_|_m\_.|mOZ._. VIEW
1"=1"-0" 1"=1'-0"
FULL SCALE m.)\
-~ 1.5" MIN.
FLAT
PARALLEL TO
CENTER LINE
BN,
LES SLI
_www_mmx AFT ZMO
.. QUTBOARD;
28°W, WITH
30° ANGLE m_mx_noiwa
N
BETAIL
3R, TYP. o
oo
OOOX_U_A\EHH DECK H>mw_|m\_u_.>z VIEW
(NO LEAF)
"=1'-0"
1,57 MIN,
; FLAT
3R, TYP. PARALLEL TO
CENTER LINE
SATIN WOOD VENEERED PANELS TO BE — EBONY DARK WOOD
SUPPLIED BY ARDEO DESIGN AND 5/32" WIDE INLAYS (NQ
T e R T
N M TEAK AND CUT TO FIT BY TA-SHING BE ADDED BY TA-SHING
mwvmxm_m_.MEUm I = = GENERAL NOTES:
TEAK LES SLI
BORDER AFT AND 7 N 1. ALL REMOVABLE OVERHEAD PA
28", WITH ’ ~C TO BE PAINTED 3" WIDE "PLANKS
30" ANGLE REMOVABLE 60 DEGREE WITH 3/16" BEVEL EDGES PER
LEAF ANGLE mo%_m_mmﬂ APPROVED MOCK UP.
/ SATIN WOOD ﬂ b camn woon _ 2. FINAL OVERHEAD PANEL BREA
) ) VENEER k VENEER _ DUE TO SOFFIT SIZES TBD. PER
v/ &( 10 © 10 0 oo CONDITIONING DUCTS
HT, HT, .
3. BUILDER RESPONSIBLE FOR
—— 18" ) 60 60 DETERMINING NUMBER OF OUTLET
xmz_rmﬁmrm 30 o\ym%%rmmm o>m%%rmmm REQUIRED FOR EQUIPMENT.
{ AN - ) 9 { AN - 4, THERMOSTATS TO BE LOCATEC
oy Z/ \/ CLOSETS.
2°R.. TYP. 5. DO NOT LOCATE RECESSED

HALOGEN OVERHEAD LIGHTS ABO!
DOORS IN LATCHED OPEN POSITIC

COCKPIT/AFT DECK TABLE/PLAN VIEW

(WITH LEAF) 6. PLEASE REVIEW ALL APPLIANC

SALON AFT END TABLE/PLAN VIEW SALON FORWARD END TABLE/PLAN VIEW SPECIFICATIONS AND REQUIREMEN

1"=1'-0"
1"=1"-0" "=1"-0" PRIOR TO CONSTRUCTION.

7. FABRICATOR TO CONSULT WITF

AUDIO AND VIDEO SPECIFICATIONS

TABLE DETERMINE PLACEMENT AND POW
@ SEE EDGE REQUIREMENTS PRIOR TO INSTALL
DETAIL OF OUTLETS AND FABRICATION Ol

w nw nw L CABINETRY,

/
( . NOTE: VERFY
SLIDING TOP BASES

MECHANISN'S LOCATIONS /

8. ANY DEVIATION OR SUBSTITUT
FROM INFORMATION PROVIDED HE
SHALL BE ALLOWED WITH THE PR
s APPROVAL OF ARDEQ DESIGN, IN(

OPENING DRAWERS, TYP.

o o 9. UNLESS OTHERWISE NOTED SW
j j j SHALL _w“,m LOCATED WITH CENTER
<+ 45" DIA. POLISHED STAINLESS ———————+ N AT 42.5" (TBD.) ABOVE FINISHED

STEEL CROWN LTD. HIGH-LOW FLOOR.
PEDESTAL TABLE BASES WITH O o ~ ™~ O O

SLIDING TQF MECHANISMS A.C. HANDLER . ANGLED LOUVERS 10, BUILDER TO MOCKUP, REVIE!

INSIDE; THIS AFT ENTS FOR A.C. APPROVE STAIRS CONFIGURATION
DRAWER MAY BE _/N\mw_cmz Y N N

NON—FUNCTIONING
THIS DRAWING IS INTENDED TO Ct

NOTES:

3 r = l/

T~ A.C. RETURN GRILLES IN STYLING DESIGN INTENT ONLY. BL

TOE SPACE IF REQUIRED CREATE CONSTRUCTION SHOP DR.

BASED ON DIMENSIONAL INFORMA
PROVIDED BY PACIFIC ASIAN ENTI
PLEASE VERIFY ACTUAL CONDITIO
DIMENSIONS PRIOR TO FABRICATIC
INSTALLATION OF ANY INTERIOR
COMPONENTS. NOTIFY ARDEO DES
ANY SUBSTANTIVE VARIANCE FRO
CONDITIONS SHOWN.

COCKPIT/AFT DECK TABLE/FRONT VIEW SALON AFT END TABLE/FRONT VIEW SALON FORWARD END TABLE/FRONT VIEW

"=1"-0" 1"=1"-0" 1"=1"-0"

THIS ARDEO DESIGN ELECTRONIC
DRAWING IS INTENDED FOR THE N
6805 WILLIAMS YACHT ONLY. IT
PROPERTY OF ARDEO DESIGN, IN
NOT BE REPRODUCED, IN WHOLE
WITHOUT THE EXPRESS WRITTEN ¢
ARDEO DESICGN, INC.

BUILDER IS RESPONSIBLE FOR AIF
CONDITIONING EQUIPMENT AND DL
LAYOUT, LOCATIONS, AND DIMENS
BUILDER TO HAVE TV/STEREO EQ
PRIOR TO FABRICATING ENTERTAI
CENTERS.

BUILDER TO HAVE APPLIANCES PI
LAYING OUT GALLEY CABINETS.




